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HAPPY COLORS  is a non textured 
matt silicate paint with a very good 
covering. You can make every wall 
optimally cleanable. The most 
common contaminants can be easily 
cleaned.

EVERYTHING IS POSSIBLE...
… if you dare to color a little outside the lines, 
together with us, just a little bit different than usual.

‘‘ The most effortless way to specify and 
buy paint as a design professional, in a 
funny way! ‘‘

The collection consists of  different types 
of finishes, with 91 selected colors. We 
invented Colors For The Real Farmers 
to offer people an alternative – for those 
who see painting not as renovation but 
as interior design.

Our specialists will assist you in selecting 
and specifying the right products, 
calculating paint quantities, taking 
care of the delivery, but most off all to 
inspire you to make a difference in color 
combinations and textures.



HAPPY COLORS
OPTIMAAL REINIGBAAR
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Superdekkende schrobvaste matte muurverf.

OMSCHRIJVING
Schrobvaste zeer goed reinigbare muurverf 
(klasse 1 ) geschikt voor binnen en buiten 
toepassing. Hoogwaardige Allround 
muurverf met zeer goede dekking en 
verwerkingseigenschappen  

TOEPASSING
Uitermate geschikt voor toepassing op wanden 
in openbare gebouwen en vuilgevoelige ruimtes 
zoals keukens, badkamers en entree- hallen. 
Geschikte ondergronden zijn bijvoorbeeld: 
bestaande muurverflagen, cement- en 
pleisterwerk, beton, baksteen, gipsplaat etc. 
De optimale reinigbaarheid wordt na ca. 1 
maand bereikt. Het is dan mogelijk te reinigen 
met schoon lauwwarm water, een neutraal 
schoonmaakmiddel en spons of niet schurende/
pluizende zachte doek. Er is dus geen speciale 
cleaner nodig.

VERBRUIK
6 - 8 m2/liter, afhankelijk van de ondergrond. 
Het werkelijke verbruik is afhankelijk van de 
zuiging en de structuur van de ondergrond en 
de verwerkingsmethode. 

HOUDBAARHEID
De muurverf blijft minimaal 1 jaar houdbaar. 
Na opening beperkt houdbaar. Koel droog en 
vorstvrij bewaren.

DROOGTIJD bij 20 °C, 65% RLV
     -  Droog: na ca. 1 a 2 uur.
     -  Overschilderbaar: na ca. 3 a 4 uur.

VERWERKING
Goed roeren voor gebruik. De eerste laag even-
tueel verdunnen met max. 5% water.1 a 2 lagen 
aanbrengen met een geschikte kwast, roller of 
airless spuit. Om aanzetten te vermijden altijd 
nat-in-nat werken en de verf goed verdelen. Alle 
banen in dezelfde richting narollen. Tijdens de 
droging niet meer bijwerken.

Niet verwerken bij een temperatuur lager dan +5 
°C en/of bij een relatieve luchtvochtigheid die 
hoger is dan 80%.

Check voor gebruik de kleur 

NIEUWE, ONBEHANDELDE ONDERGRONDEN
De ondergrond moet schoon droog vetvrij en 
draagkrachtig zijn. Bij buitenapplicatie eventu-
ele alg-en mosaansl;ag verwijderen met Alg en 
mosverwijderaar volgens voorschrift betreffende 
fabrikant. Sterk zuigende ondergronden geheel 
voorbehandelen met Farm wall primer. Poederen-
de ondergronden doorbehandelen met Farm Fix 
Maak op onbekende ondergronden eerst een 
proefvlak .

NATTE RUIMTES/ INTENSIEVE RUIMTES
De verf is toepasbaar voor natte ruimtes wanneer 
er na de verwerkingsmethode The Farm topcoat 
wordt aangebracht. Hierdoor is het beschermend 
tegen vuil, water en stof.Ook zeer geschikt voor 
keuken, toilet en wastafel wanden.  Let wel niet in 
de natte cel bij directe waterbelasting toepassen.

VOORZORGMAATREGELINGEN
Ook bij de verwerking van waterverdunbare pro-
ducten is het raadzaam om de normale arbeids-
hygiëne in acht te nemen; niet eten, drinken of 
roken tijdens verwerking. Vermijd contact met de 
ogen en de huid. Verfafval niet door de gootsteen 
of het toilet spoelen, maar op de daarvoor be-
stemde plaatsen inleveren. 

Gevarenklasse 
Zie MSDS 
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HAPPY COLORS
HIGHLY WASHABLE PAINT
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Super-covering scrub-resistant matte wall paint.

DESCRIPTION
Scrub-resistant, highly cleanable wall paint (class 
1) suitable for both indoor and outdoor use. 
High-quality all-purpose wall paint with excellent 
coverage and application properties.

APPLICATION
Extremely suitable for application on walls in 
public buildings and dirt-sensitive areas such 
as kitchens, bathrooms, and entrance halls. Sui-
table substrates include, for example, existing 
wall paint layers, cement and plaster, concrete, 
brick, plasterboard, etc. Optimal cleanability is 
achieved after approximately 1 month. It can then 
be cleaned with clean lukewarm water, a neutral 
cleaning agent, and a sponge or non-abrasive 
lint-free soft cloth. No special cleaner is required.

COVERAGE
6 - 8 m²/liter, depending on the substrate. The 
actual coverage depends on the absorption and 
structure of the substrate and the application 
method.

SHELF LIFE
The wall paint remains usable for at least 1 year. 
Limited shelf life after opening. Store in a cool, 
dry place, and keep from freezing.

DRYING TIME at 20 °C, 65% RLV
     -  Dry: after approximately 1 to 2 hours
     -  Repaintable: after approximately 3 to 4 hours

PROCESSING
Stir well before use. Optionally, thin the first coat 
with a maximum of 5% water. Apply 1 to 2 coats 
with a suitable brush, roller, or airless sprayer. 
To avoid streaks, always work wet-on-wet and 
distribute the paint evenly. Roll all strokes in the 
same direction. Do not touch up during drying.

Do not apply at temperatures lower than +5°C 
and/or at a relative humidity exceeding 80%.

NEW, UNPROCESSED SURFACES
Pre-treat highly absorbent surfaces entirely with 
Farm Wall Primer. Thoroughly clean powdery 
surfaces. After drying, pre-treat with Fixative.

WET AREAS / HIGH-TRAFFIC AREAS
The paint is suitable for wet areas when The Farm 
Topcoat is applied after the application method. 
This makes it protective against dirt, water, and 
dust. It is also highly suitable for kitchen, toilet, 
and sink walls.

PRECAUTIONS
Even when working with water-thinnable 
products, it is advisable to observe normal work 
hygiene: do not eat, drink, or smoke during 
application. Avoid contact with the eyes and skin. 
Do not dispose of paint waste down the drain or 
toilet; dispose of it in designated areas.
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